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COUNCIL AND REGULATORY

REQUIREMENTS

SITE ESTABLISHMENT

* Temporary fencing as per site requirements
+ Silt and sediment control, if applicable

» Crossover protection, if applicable

* Rubbish cage

ENERGY COMPLIANCE
+ Compliance with 7-Star Energy Rating under the

Nationwide House Energy Rating Scheme (NatHERS)

TERMITE PROTECTION

+ Termite Treatment Part A & Part B, applied as
per local council requirements where applicable

REGULATORY APPROVALS

+ Provision of Building Permit, engagement of
Building Surveyor, and Occupancy Permit as
required

Important No

Bushfire Attack Level (BA

UTILITIES AND CONNECTIONS

RECYCLED WATER

+ Recycled water connection, if applicable, as per
council requirements

* Recycled water supply to all toilets and laundry
areas

+ Recycled water taps where suitable, based on
plumbing requirements

WATER SUPPLY

+ Water supply connection up to a 5-meter setback

PHONE

* Phone trenching from pit to house, including two
phone points

« Note: Phone connection fees to be paid by the
owner

NBN OR OPTICOMM READY

* Fibre optic (NBN/OptiComm) conduit included
for estates with NBN/OptiComm readiness

= Note: All connection fees are to be organized and
paid by the owner
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COMMUNITY INFRASTRUCTURE LEVY (CIL)
* Note: CIL is included where applicable

DEVELOPER/ESTATE-SPECIFIC

REQUIREMENTS

ADDITIONAL DEVELOPER/ESTATE
REQUIREMENTS

* Further modifications may be required to meet
developer or estate guidelines upon applying for
developer approvals. Any additional costs for
these modifications will be the owner's
responsibility. This may include, but is not limited
to:

o Corner treatment (applicable only to corner
lots)

o Rainwater tanks

o Render

o Slimline evaporative cooling

SLAB & SITE PREPARATION

FIXED SITE COST INCLUSIONS

» All classes of engineered waffle pod slabs,
including "P-Class,” constructed in accordance
with AS 2870

» Soil removal and levelling for site fall up to
700mm

* Rock excavation, removal, and disposal included
as required

* Unlimited number of concrete bored piers as
required by engineering

* Provision of edge beams where specified in
engineering design

* Concrete slab to include Porch and Alfresco
areas as part of the base price

IMPORTANT NOTES & EXCLUSIONS

» Retaining walls, if required by site conditions

* |tis the client's responsibility to ensure the site is
clean, accessible, and in a workable condition
prior to commencement of any site works.
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KITCHEN SPECIFICATIONS

CABINETS

* Up to 6000mm of cabinetry (3000mm under-
bench and 3000mm overhead) on the cooktop
side

« Upto 2700mm of cabinetry under the kitchen
island benchtop

* Upto 1000mm of cabinets above the fridge
space

+ Up to six pot drawers located on the cooktop
side

+ Designated space for a microwave

+ Soft-close cabinetry included throughout the
kitchen

STONE BENCHTOPS

* 40mm edge reconstituted stone benchtop
measuring up to 3000mm in length and 600mm
in width for the cooktop area

* 40mm edge reconstituted stone benchtop
measuring up to 2700mm in length and 1000mm
in width for the island bench

SPLASHBACK

* A selection of tiles available for the splashback,
allowing for customization to suit individual
preferences.

APPLIANCES

+ Robam 900mm stainless steel gas cooktop

+ Robam 900mm stainless steel built-in oven

« Robam 900mm stainless steel slide-out
rangehood

+ Robam 600mm freestanding dishwasher

PLUMBING FIXTURES

* QOnetap mixer

* One double bowl sink with drainer
* One water point for fridge

ENSUITE SPECIFICATIONS

CABINETS

+ Double vanity unit available up to 2000mm in
length.

STONE BENCHTOPS
» 40mm stone benchtop available, with a
maximum length of 2000mm

SPLASHBACK

» Aselection of tiles offered for the splashback,
providing options for customization.

SHOWER SCREEN, BASE & MIRROR

* Mirror matching the size of the vanity, with a
maximum height of 1000mm

* Shower screen dimensions of up to 1800mm x
1200mm

» Tiled shower base included

* Niches included as per the floor plan and where
structurally feasible

» Exhaust fan installed as per the floor plan
specifications

PLUMBING FIXTURE

s Tap mixer and shower rail provided

* Up to two basins in the ensuite bathroom

* Towel rails and toilet roll holders in a chrome
finish

» WC: Soft-close toilet suite with dual flush
functionality

PRIVACY LOCKS
* Privacy lock fitted on the ensuite door

MAIN BATHROOM SPECIFICATIONS

CABINETS

» Vanity cabinetry provided as per plan, up to
1000mm in length, including a single basin.

STONE BENCHTOPS

* 40 mm reconstituted stone benchtop up to 1000
mm.

SPLASHBACK
» Selection of tiles available for the splashback,
allowing for customization.

SHOWER SCREEN, BASE & MIRROR

e Mirror matching the width of the vanity, with a
maximum height of 1500mm

» Shower screen dimensions of up to 1200mm x
1200mm

» Tiled shower base included

* Niches provided as per plan, where structurally
feasible

» Exhaust fan installed as per the floor plan
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-l l- A l----l * Single or double lockup garage, depending on
u .I (T T the floor plan
[ |

* LOSP (Light Organic Solvent Preservative) treated
skirting in the garage for added durability

. * Remote-controlled automatic garage door

opener, complete with two handsets and a fixed

PLUMBING FIXTURES wall control unit

: : ; * Rear lockable solid single door for secure access
Tap mixer and shower rail provided.

Single basin in the main bathroom

:"OWE| rails and toilet roll holders with a chrome ELECTRICAL SPECIFICATIONS
inis

Inset bath included
Soft-close toilet suite with dual flush feature LIGHTING

» Batten holders installed in bedrooms, laundry,

PRIVACY LOCKS walk-in robes, pantry, walk-in linen, alfresco,
» Privacy lock fitted on main bathroom, water theatre, and rumpus rooms
closet and powder room doors. » LED lighting provided, with 25 lights for single-

storey and 35 for double-storey homes

* One flood sensor light at the front of the home
LAUNDRY SPECIFICATIONS and three additional flood lights (one at the rear

and one on each side without sensors)

CABINETS POWER OUTLETS

Under-bench cabinetry up to 1000mm in length
for efficient storage.

Broom cupboard, plastered to the wall, with a
standard door as per the floor plan.

* Up to 18 double GPOs (General Power Outlets)
for homes up to 235 square meters, and up to 35
double GPOs for homes over 235 square meters.

» Five single GPOs dedicated to appliances.

STONE ADDITIONAL FEATURES

40mm reconstituted stone benchtop, up to

; » Smoke detectors installed as per the floor plan
1000mm in length.

» Exhaust fans in bathrooms for ventilation
* Electrical safety switch installed on the power

SPLASHBACK board for added safety
= Selection of tiles available for the splashback, » Two TV points and one TV antenna
allowing for personalization. * Two phone points and two data points
* Note: Any decorative lights, ceiling fans, pendant
PLUMBING FIXTURE lights, or pillar lights must be supplied by the
» 45-liter single-bowl sink with a tap mixer for client

functionality.

HEATING & HOT WATER
GARAGE SPECIFICATIONS

HEATING

FLOORING AND ACCESS » Standard gas heating system by Braemar (or

equivalent, based on availability) with up to

Durable concrete flooring.
& seven ducts for efficient warmth distribution.

Internal access door from the garage to the

home for convenience. HOT WATER SYSTEM

FINISHES * 315L Neo Power All in one Electric Heat Pump (or

equivalent, based on availability).
Plaster ceiling with a 7Smm cornice finish for a . )

polished look.
Brickwork above both the front and rear garage
door openings.

Note



INSULATION SPECIFICATIONS

CEILING INSULATION

» Ceiling insulation to all living areas (excluding
garage) installed in accordance with the National
Construction Code (NCC) and relevant Australian
Standards, to achieve the required thermal
performance as specified in the 7-Star Energy
Rating report.

WALL INSULATION

* Insulation to external walls installed in
accordance with the National Construction Code
(NCC) and relevant Australian Standards, in line
with the thermal efficiency requirements
outlined in the 7-Star Energy Rating report.

WINDOWS AND DOORS

SPECIFICATIONS

EXTERIOR DOORS

*  Alurminium Single-glazed stacker or sliding door
provided for alfresco.

* Aluminium Single-glazed sliding door provided
for laundry.

WINDOWS

* Double-glazed awning windows to the front
facade, sides and rear, designed to support
thermal performance and energy efficiency.

SECURITY

» Lockable windows and sliding/stacker doors,
complete with keys, for added security.

INTERIOR WALL AND CEILING

SPECIFICATIONS

PLASTERBOARD

* 10mm plasterboard installed on all walls and
ceilings for a smooth, durable finish.

CORNICES

* 75mm cornice throughout the home for a
consistent and refined look.

WET AREA WALLS

» Villa board used in bathrooms and ensuite for
added moisture resistance and durability

FLOORING SPECIFICATIONS
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PAINTING SPECIFICATIONS

WALLS AND CEILINGS

* Haymes Paint’s three-coat system applied to all
walls and ceilings for a long-lasting, smooth
finish.

TRIM FINISHES

* Gloss finish from Haymes Paint on architraves
and skirtings for added durability and shine.

DOORS

« Glossy finish on all internal doors and the entry
door, using Haymes Paint for a polished, high-
quality appearance.

OPEN LIVING AREA

* Laminated floorboards installed in the open
living area for a stylish and durable surface,

BEDROOMS

« Aselection of carpets or laminated floorboards
available for bedrooms, allowing for
personalization.

WET AREAS

* Up to 600x600mm porcelain tiles provided in all
wet areas for a sleek and water-resistant finish.

STAIRCASE SPECIFICATIONS

FOR DOUBLE STOREY

STAIRS

* Hardwood timber stairs (Vic Ash) for a robust
and elegant finish.
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HANDRAIL AND BALUSTRADE

» Choice of painted or stained pine timber
handrail, paired with either painted/stained pine
timber balustracle or stainless steel metal tube
balustrade.

* Includes painted or stained pine sguare newel
posts for a refined and cohesive look.

EXTERNAL WALL SPECIFICATIONS

GROUND FLOOR

» Brickwork applied to the ground floor walls for
durability and aesthetic appeal.

FIRST FLOOR

* Foam-rendered finish used on the first-floor
walls, providing a modern and streamlined
appearance.



FABulously BUILT

AB HOMES

1300 & 000 522
& www.5abhomes.com.au
info@5abhomes.com.au

HEAD OFFICE

7 Grasslands Ave, Craigieburn, VIC
Monday-Friday  9:00AM-5:00PM

BALLARAT OFFICE

8/18 Coronet Street, Wendouree, VIC
Monday-Friday 9:00AM-5:00PM



